
Identification Depot’s Warning tags are constructed with weather and UV resistant semi-rigid vinyl material with brass 
grommets in the hole to insure the tags last a long time and remain legible.
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Standard Size 5-3/4"x3" (146mm x 76mm), Custom shapes and sizes available 

Installation Instructions Hang to device or valve with one of our accessory options 

Hole Dimensions 3/16" Brass Grommet 

Service Temp -40°F to 160°F (-40° C to 71°C)

Water Resistance Excellent

Finish Matte

Material Properties .015" Semi-rigid vinyl with brass grommet in hole

Material Options Dry erase laminate available , UV laminate available 

Standard Heading Options Danger, Warning, Notice, Caution 

Accessories Options Zip ties, Stainless Steel Beaded Chain, Brass beaded chain

Color Options Full color print available 

Storage Stability Indefinite when stored at 70°F (21°C) and 50% RH

Outdoor Durability 4 to 6 years, UV Resistant option available for outdoor use

Chemical Resistance: Resistant to Acids, Alkalis and Salts 

Equivalent To: Brimar plastic warning tags, Seton OSHA tags, Marking Services Accident Prevention Tags 

Warning Tags

Warning Tag Examples

DATE  JOB  

CONTRACTOR NAME   

MM DD YYYY

DANGER

HIGH 
VOLTAGE

SIGNED BY:

DATE:

WARNING

UNSAFE
DO NOT

OPERATE

SIGNED BY:

DATE:

SIGNED BY:

DATE:

CAUTION
DO NOT REMOVE

THIS TAG!
REMARKS:
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